GASOLINE

Engine Lubricants

TECHNICAL DATA SHEET

TRIBO 15W-40 HYPERMAX is a premium quality API SN/CF, high SAPS, ACEA A3/B4 engine oil
providing increased engine protection through increased oxidation resistance. It is suitable ’

for many types of petrol, diesel, and LPG four stroke engines in passenger cars and trucks, ‘ 'ba
especially European models without catalytic exhaust systems under both severe and varied LUBRICANTS
operating conditions. It is ideal for use in the professional workshop. It is boosted with Group
Il base oil to help reduce engine oil oxidation, giving more protection from piston deposits
compared to standard SN engine oils. Engine cleanliness is also promoted by the increased TOWARDS NEW HORIZON

level of dispersants in 15W/40 SN/CF. The special additives inhibit the formation of sludge
especially under the constant cold temperature operation of urban motoring.

PRODUCT PROPERTIES:

- Improved oxidation resistance for better sludge control.

+ Control of piston deposits for improved engine cleanliness.

- Better wear protection.

« Protection at high temperatures to resist oxidation, nitration and oil thickening.
- Fast flow at cold temperature starts up.
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FULLY SYNTHETIC

15W-40

API SN/CF
ACEA A3/B4

PRODUCT SPECIFICATIONS SAE 15W40

API GRADE SNICF
DENSITY @ 15°C 0.878
VISCOSITY @ 40°C 107
VISCOSITY @ 100°C 14.2
VISCOSITY INDEX 135
FLASH POINT 221
POUR POINT 21
TBN 107

CREDENTIAL & SPECIFICATIONS

ACEA A3/B4, VOLKSWAGEN 505.00, VOLKSWAGEN 502.00, VOLKSWAGEN 501.01, VOLKSWAGEN
500.00, MB 229.3, MB 229.1, PSA B71 2294, RENAULT RNO700, RENAULT RNO710
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*Information and figures given herein are typical of current production and conform to specifications, slight variations may occur. AVAILABLE PACKAGING

TRIBO LUBRICANTS MAINTAIN THE THINGS WE VALUE




